
on

on

1

8

1

8

Switch U14 

Set to be slot 21
A31- A27 define slot number 

on == TTL low
off == TTL high

Switch U12

A23- A16 all TTL low
on == TTL low

A26- A24 all TTL low

Jumper  J9

Remove to disable
SERA Clock output

Jumper  J8

Remove to enable
IRQ Self Reset
Test Mode

Jumper  J7

Jumper  J-RF

Remove to enable
Local Mode

Shift Jumpers
to upper position for
locally generated clocks

VTM Top Rear Component Side
Set jumpers as shown for normal operation

Jumper  J-GPS A23_16EQ*

A32_24EQ*

A15_8EQ*

IACKOUT*

TransOrb

IACKIN*

GPS_CLK

DTACK*

CNTRST
SERCLK

4.75KΩ

SGATE

TBMKR

IRQ4*
IRQ3*

FU
SE

J-GPS

RF/2

2.5V
3.3V

DS0*

3.3v

U15a

J-RF

47µF

U10

U12

U14

U18

U19

GND

GND

GND

A23
A22
A21

A19
A20

A18
A17

A16

A24
A25
A26
A27
A28

A30
A31

AS*

GND

OE*

OE*

1KΩ

p18

DIR

DIR

U13

A29

U16

U111KΩ

U15

U21

U22
U1

U2

U3

U4

U5

U6

U7

U8

U9

J1

J2

J3

J7

J8

J9

RF

c b a

c b a

c b a

+


